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I N A A F L - T Y P T A I R C R A F T

1 . P rov is ion o f l abor♦ ' 7 i th the excep t ions no ted be low, a l l l abor con
tingent upon making the subject installation will be performed by qualified
Civil Air Patrol members. Untrained personnel and mechanics havinp insuffic
ient experience with radio equipment will not be detailed to make this installa
t ion . I f ind iv idua ls who are fami l ia r * ,v i th the opera t ion and main tenance o f
radio equipment are not evailable, then arrangements should be made with either
a neighboring 7/ing Commander or else the nearest AAF Supply activity to have the
r e c e i v e r i n s t a l l e d .

2 . P repa r ing the rece i ve r pos i t i on , a . The power supp l y f o r t he RCA t rans
mi t te r and rece ive r i s l oca tcd on the floor to the f ron t o f the cockp i t benea th
the instrument panel. Remove the cover to that power supply (RCA Model AVA 126A)

b. Using the side of the cover on which the red trade-mark is located,
drill a hole which is 5/^th of an inch from the top and 1 l/2 inches from the
right s ide. Use a ,082 dr i l l .

c» Remove the spare fuse mount from the top of the p07/er supply cover.
d. Relocate thf spare fuse mount in the new position that you have just

d r i l l e d ,
e . Rep lace t he cove r.

3. Installing the Model 591 Receiver, a. Strap the battery to the bottom
of the receiver ty means of the web straps which are riveted to the receiver.

b. Connect the receiver battery cable to the battery in accordance
with the instruction book which accompanies the receiver.

c. Using a suitable device, fasten the Model 591 Receiver to the AVA
126a power supply. Ascrrtain that the receiver is fastened seciu-ely to the power
supply so that it will slide neither forward nor backwards. It is rfcommcnded
that either shock cord or else a web strap similar to the one attached to the re
c e i v e r b e u s e d .

d. Operation of the receiver will be facilitated if a wedge is placed
beneath the f ront end of the re fce iver so that the d ia l w i l l be t i l ted upwards.

Connect ing the antenna, a. Connect the antenna wire which comes with
the 591 Receiver to the receiver 's antenna binding post .

b. Run the ante-nne wire up the left side of the fuselage until the
antenna lead v/hich is fastf^ned to the antenna binding post of the RCA Itlodel AVA-
20A receiver can be reached. Secure the wire taping it to safe, convenient
p o i n t s .

c. Remove the antenna lead from the antenna terminal of the RCA Model
A V A - 2 Q A r e c e i v e r .

d. Connect the 591 antenna to the antenna lead noted in par 4c.
(Caution: In making this connection, do not cut or modify the RCA antenna lead
s o t h a t i t w i l l b e s h o r t e n e d . )
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